
BAR Case# ______ _ 

ADDRESS OF PROJECT: __ (J)_\_4-'---'\L;.....;.:\~_6-'--'---~----'-':......=;;..e\=-=------------
TAXMAPANDPARCEL: ~l.l\='""0'2-0" · 0~ 

APPLICATION FOR: (Please check all that apply) 

f!g CERTIFICATE OF APPROPRIATENESS 

~ PERMIT TO MOVE, REMOVE, ENCAPSULATE OR DEMOLISH 
(Required if more than 25 square feet of a structure is to be demolished/Impacted) 

~ WAIVER OF VISION CLEARANCE REQUIREMENT and/or YARD REQUIREMENTS IN A VISION 
CLEARANCE AREA (SecUon 7-802, Alexandria 1992 Zoning Ordinance) 

~ WAIVER OF ROOFTOP HVAC SCREENING REQUIREMENT 
(Section 6-403(8)(3), Alexandria 1992 Zoning Ordinance) 

Applicant: D Property Owner ~ Business {Please provide business name & contact person) 

Name: \\- '= H \1\Alt:\£. 
Address: \-; HoLL:j \)1¢-. 

City: ~AN \"x::Ll'" State: ~ Zip: E)J ~ CP "9 

E-mail: Mt>MAbO-.'\'~ qtoL1we. .. ~er 
Authorized Agent (if applicable): D Attorney D Architect [2g ~qN~ 
Name: A'fz.v\~ s::3'~~~ 

E-mail: A'S\\'Cf~~~o\'\@ ~ ~ . GO "1 

Legal Property Owner: 

Name: ~~MA\...~ c.A'(~ """'\)~:{ 5 U- c../ c.o. bD\)t, \...A? t>e-JtL.OfM~Nl 
Address: -, 0'2,. H '2f · N W, ?fE:- Lf=t> 0 

City: \4~\ ~gfON bL State: Zip: '1- eoo \ 

Phone: ------- E-mail: ______ _ 

El Yes D No Is there an historic preservation easement on this property? 
D Yes D No If yes, has the easement holder agreed to the proposed alterations? 
D Yes 1!1 No Is there a homeowner's association for this property? 
D Yes D No If yes, has the homeowner's association approved the proposed alterations? 

If you answered yes to any of the above, please attach a copy of the Jetter approving the project. 



BAR Case# ______ _ 

NATURE OF PROPOSED WORK: Please check all that apply 

0 NEW CONSTRUCTION 
~ EXTERIOR ALTERATION: Please check all that apply. 

0 awning 0 fence, gate or garden wall gj HVAC equipment 0 shutters 
13 doors ~windows 0 siding 0 shed 
!2flighting 0 pergola/trellis 0 painting unpainted masonry 
!;g other i=-\~ 

0 ADDITION 
~ DEMOLITION/ENCAPSULATION 
lgj SIGNAGE 

DESCRIPTION OF PROPOSED WORK: Please describe the proposed work in detail (Additional pages may 
be attached). 

SUBMilTAL REQUIREMENTS: 

Items listed below comprise the minimum supporting materials for BAR applications. Staff may 
request additional information during application review. Please refer to the relevant section of the 
Design Guidelines for further information on appropriate treatments. 

Applicants must use the checklist below to ensure the application is complete. Include all information and 
material that are necessary to thoroughly describe the project. Incomplete applications will delay the 
docketing of the application for review. Pre-application meetings are required for all proposed additions. 
All applicants are encouraged to meet with staff prior to submission of a completed application. 

Electronic copies of submission materials should be submitted whenever possible. 

Demolition/Encapsulation : All applicants requesting 25 square feet or more of demolition/encapsulation 
must complete this section. Check NIA if an item in this section does not apply to your project. 

NJA 
D 1ZJ Survey plat showing the extent of the proposed demolition/encapsulation. 
D IZJ Existing elevation drawings clearly showing all elements proposed for demolition/encapsulation. 
D 1ZJ Clear and labeled photographs of all elevations of the building if the entire structure is proposed 

to be demolished. 
D 1!1 Description of the reason for demolition/encapsulation. 
D 1ZJ Description of the alternatives to demolition/encapsulation and why such alternatives are not 

considered feasible. 

joshua.brooking
Typewritten Text
SEE ATTACHED



KENNETH NISCH, AIA 
29110 Inkster Road • Suite 200 • Southfield • Michigan • 48034 • USA •  Tel 248 355 0890 • Fax 248 351 3062  

  
Michele Oaks  

  Department of Planning & Zoning 
 Historic Preservation Planner 
 City of Alexandria 

RE: H&M AT 614 KING STREET 

 
 

      Description of exterior work for the above referenced project: 
  

There are several zones to be considered in this exterior application. There is the street level 
retail façade, street level entry alcove with door leading to second floor offices (right side), street 
level alcove with non-working door (left side), second story historic façade, removal of existing  
mechanical equipment on the roof and the installation of mechanical equipment on the roof.  
 
H&M is proposing to remove the existing retail façade within the first level retail zone including 
glazing, doors and walls from the bottom of the stone cornice to the sidewalk. All building 
structural contained within this zone will remain to keep the integrity of the structure. All façade 
elements from the stone cornice to the parapet will remain unchanged and in tact. The existing 
alcoves at each end of the street level façade will remain.  
 
H&M proposes to widen the existing entrance but keep the current depth of the recessed entry so 
that two pairs of double doors will greet the patrons. The paver sidewalk would be modified to 
accommodate the wider opening and ramp to match the existing ramping conditions to the 
sidewalk beyond. The proposed retail façade will be a combination of white metal and stainless 
steel. The existing cornice and stone above the glazing will be covered with a custom metal 
cornice. This custom cornice is designed so that it can be attached using the existing holes in the 
stone and can be easily removed thus keeping the original façade intact.  
 
EIFS is proposed in each of the alcoves. The right alcove’s door and trim will be painted to match 
the adjacent EIFS. The left alcove would get a wall in front of the non-working door and be 
finished in the same EIFS. The gray proposed on the EIFS in the alcoves will provide a neutral 
background to the storefront materials and finishes. In addition, the gray is part of the interior 
color palette. 
 
There are two types of signs proposed.  One is a blade sign, at two locations, and the other is a 
wall mounted internally illuminated sign. The blade signs would be at each end of the façade. The 
wall mounted sign would be on the brick façade between the two horizontal rows of stone. Once 
again existing holes would be used to secure the sign to the wall. If additional holes are required 
it would be in the mortar and not within the brick.  
 
The final zone to be considered is the removal of existing mechanical equipment on the roof and 
the installation of new mechanical equipment on the roof. The existing parapet is 6’-2” high and 
currently screens the existing equipment. The new equipment is going in the same spot as the old 
equipment (rear of the roof) and is slightly shortly.                                            



BAR Case#-------

Additions & New Construction: Drawings must be to scale and should not exceed 11" x 17" unless 
approved by staff. All plans must be folded and collated into 12 complete 8 112" x 11" sets. Additional copies may be 
requested by staff for large-scale development projects or projects fronting Washington Street. Check N/A if an item 
in this section does not apply to your project. 

N/A 

00 

00 
00 

00 
00 

00 

00 

00 

Scaled survey plat showing dimensions of lot and location of existing building and other 
structures on the lot, location of proposed structure or addition, dimensions of existing 
structure(s), proposed addition or new construction, and all exterior, ground and roof mounted 
equipment. 
FAR & Open Space calculation form. 
Clear and labeled photographs of the site, surrounding properties and existing structures, if 
applicable. 
Existing elevations must be scaled and include dimensions. 
Proposed elevations must be scaled and include dimensions. Include the relationship to 
adjacent structures in plan and elevations. 
Materials and colors to be used must be specified and delineated on the drawings. Actual 
samples may be provided or required. 
Manufacturer's specifications for materials to include, but not limited to: roofing, siding, windows, 
doors, lighting, fencing, HVAC equipment and walls. 
For development site plan projects, a model showing mass relationships to adjacent properties 
and structures. 

Signs & Awnings: One sign per building under one square foot does not require BAR approval unless 
illuminated. All other signs including window signs require BAR approval. Check NIA if an item in this section does 
not apply to your project. 

N/A 
0 0 Linear feet of building: Front: Secondary front (if corner lot): ---~ 
0 0 Square feet of existing signs to remain: ----
0 0 Photograph of building showing existing conditions. 
0 0 Dimensioned drawings of proposed sign identifying materials, color, lettering style and text. 
0 1!1 Location of sign (show exact location on building including the height above sidewalk). 
0 0 Means of attachment (drawing or manufacturer's cut sheet of bracket if applicable). 
0 0 Description of lighting (if applicable). Include manufacturer's cut sheet for any new lighting 

fixtures and information detailing how it will be attached to the building's facade. 

Alterations: Check N/A if an item in this section does not apply to your project. 

N/A 

00 

IZID 

Clear and labeled photographs of the site, especially the area being impacted by the alterations, 
all sides of the building and any pertinent details. 
Manufacturer's specifications for materials to include, but not limited to: roofing, siding, windows, 
doors, lighting, fencing, HVAC equipment and walls. 

1Zl 0 Drawings accurately representing the changes to the proposed structure, including materials and 
overall dimensions. Drawings must be to scale. 

D D An official survey plat showing the proposed locations of HVAC units, fences, and sheds. 
D 0 Historic elevations or photographs should accompany any request to return a structure to an 

earlier appearance. 



BAR Case# ______ _ 

ALL APPLICATIONS: Please read and check that you have read and understand the following items: 

gf I have submitted a filing fee with this application. (Checks should be made payable to the City of 
Alexandria. Please contact staff for assistance in determining the appropriate fee.) 

a1 I understand the notice requirements and will return a copy of the three respective notice forms to 
BAR staff at least five days prior to the hearing. If I am unsure to whom I should send notice I will 
contact Planning and Zoning staff for assistance in identifying adjacent parcels. 

3 I, the appl icant, or an authorized representative will be present at the public hearing. 

~ I understand that any revisions to this initial application submission (including applications deferred 
for restudy) must be accompanied by the BAR Supplemental form and 12 sets of revised materials. 

The undersigned hereby attests that all of the information herein provided including the site plan, building 
elevations, prospective drawings of the project, and written descriptive information are true, correct and 
accurate. The undersigned further understands that, should such information be found incorrect, any 
action taken by the Board based on such information may be invalidated. The undersigned also hereby 
grants the City of Alexandria permission to post placard notice as required by Article XI, Division A, 
Section 11-301 (B) of the 1992 Alexandria City Zoning Ordinance, on the property which is the subject of 
this application. The undersigned also hereby authorizes the City staff and members of the BAR to 
inspect this site as necessary in the course of research and evaluating the application. The applicant, if 
other than the property owner, also attests that he/she has obtained permission from the property owner 
to make this application. 























 
 

Exterior Signage  
H&M King Street,  
Alexandria, VA 
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Exterior Signage  
H&M King Street,  
Alexandria, VA, 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Exterior Signage  
H&M King Street,  
Alexandria, VA, 





H.E .  W ill iams, Inc .   C ar thage,  Missour i   w w w.hewilliams . com  417-35 8 - 4 0 6 5  F a x :  417-35 8 - 6 015

VOLTAGE:

SUBMITTAL:

JOB:

TYPE:

Recessed HID
Page 4A 

CMH60 SERIES 
HOUSING — 20-gauge, 
die-formed, galvanized 
steel pan/plaster frame. 
UPPER REFLECTOR — 
Low-iridescent aluminum 
specular upper reflector. 
SHIELDING — Micro-
prismatic tempered glass.

 
 

 

ELECTRICAL 
Precision-fit lamp socket. 
Prewired at factory for 
easy field installation. 
ELECTRONIC 
BALLAST — Rated 
0ºF minimum starting 
temperature. 
MAGNETIC 
BALLAST — Rated 
-20ºF minimum starting 
temperature.

LOWER 
REFLECTOR 
Low-iridescent aluminum. 
Clear semi-specular 
(CS) finish standard.

Example:  CMH60 W  -  70PS  -  T6/G12  -  CS  -  OPTIONS  -  EB1  -  120 
	 t  	 t	 t	 t	 t 	 t	 t	 t	
	 SERIES	  DIS T.	 WAT TAGE	 L AMP BASE	 REFLEC TOR	 OP T IONS	 BALL AST	 VOLTAGE	
					     F INISH

SERIES
FEATURES

XX 6” aperture is ideal for general illumination.
XX Wide, medium, and narrow light distributions available.
XX CMH60 downlight provides exceptional light 

performance without lamp imaging.
XX Recessed micro-prismatic glass lens provides lamp 

shielding while producing uniform illumination.
XX Finned, cast aluminum heat sink socket housing 

dissipates heat for cooler operation.
XX Self-flanged aluminum reflector prevents light leaks, 

available in assorted colors.
XX Adjustable hanger brackets with bar hangers standard.
XX Sturdy one-piece pan construction with yoke mount.
XX Easy-access, 14-gauge galvanized steel junction box 

with two snap-on covers.
XX Field-adjustable for ceiling thicknesses up to 2”.

 
 

10-1/8”

ø6”

ø7”

	 PAN SIZE: 12” x 16-1/4” 
	 CEILING CUT OUT: 6-1/2” dia.

 
DISTRIBUTION (Must specify)

W	 Wide	 M	 Medium	 N	 Narrow

 
LAMP OPTIONS (Must specify)

ELECTRONIC BALLAST	 MAGNETIC BALLAST
WATTAGE	 LAMP BASE	 BALLAST	 WATTAGE	 LAMP BASE	 BALLAST

20PS	 T4.5/G8.5	 EB1	
39PS	 T4.5/G8.5	 EB1	 39PS1	 T4.5/G8.5	 MB1
70PS	 T4.5/G8.5	 EB1	 70PS	 T4.5/G8.5	 MB1

39PS	 T6/G12	 EB1	 39PS1	 T6/G12	 MB1
70PS	 T6/G12	 EB1	 70PS	 T6/G12	 MB1
100PS	 T6/G12	 EB1	 100PS	 T6/G12	 MB1
150PS	 T6/G12	 EB1	

 
LOWER REFLECTOR FINISH (Must specify)

CS	 Clear semi-specular (Standard)	 SG	 Satin-glow	
CG	 Champagne gold	 SPC	 Clear specular
GD	 Gold	 STR	 Straw	
PW	 Pewter	 WT	 Wheat

 
OPTIONS

F	 Fuse (120V and 277V only)	 QRS	 Quartz restrike
MWT	 Matte white trim	 	

 
VOLTAGE (Must specify)

120	 120V	 208 1	 208V (MB1 only)1

2401	 240V (MB1 only)1	 277	 277V
1 	 208 and 240-volt options not available in 39PS magnetic ballast.

6” COMPACT RECESSED HID	 CMH60

This fixture is proudly made in the USA.

June 15, 2009



H.E .  W ill iams, Inc .   C ar thage,  Missour i   w w w.hewilliams . com  417-35 8 - 4 0 6 5  F a x :  417-35 8 - 6 015
Information contained herein is subject to change without notice.

Recessed HID 
Page 4B  HEWJP56685    07/08/11MP

� PHOTOMETRY 
� DESCRIPTION 
	 •	1/70W GE Compact 	 	
		  Ceramic MH Lamp 		
	 •	6”Diameter 	 	
		  Recessed Downlight 		
	 •	Low-Iridescent 	 	
		  Specular Wide 		
		  Distribution Upper 		
		  Reflector		
	 •	Semi-Specular 	 	
		  Lower Cone with 		
		  Micro-Prismatic 	
		  Glass Lens 

 
PHOTOMETRY INFORMATION

Williams Downlighting Catalog # CMH60W-70PS-T6/G12-120 Test Report # 13267.0
Date 03/07/00 Lamp Type: CMH70/T/U/830/G12

Lamp Quantity: 1 Rated Lumens: 6200.
 
CANDLEPOWER DISTRIBUTION

Vertical 
Angle

AVERAGE
CANDELA

90°

0° 10°
20°

30°

40°

50°

60°

70°

80°  0 2794.
  5 2548. 243.2
15 2380. 674.7
25 2752. 1273.7
35 2296. 1442.3
45 509. 394.1
55 18. 16.3
65 7. 6.6
75 2. 2.4
85 0. .0
90 0.

 
LUMEN SUMMARY	 ZONAL CAVITY COEFFICIENTS

ZONE  LUMENS %LAMP % FIXTURE
0 - 30 2192. 35.3 54.1
0 - 40 3634. 58.6 89.7
0 - 60 4044. 65.2 99.8
0 - 90 4053. 65.4 100.0
TOTAL LUMINAIRE:
0 - 180 4053. 65.4 100.0
IES SPACING CRITERIA: ACROSS=1.4   DIAG=1.0

EFFECTIVE FLOOR CAVITY REFL. = .20
CEILING .80 .70 .50

WALL RCR .70 .50 .30 .70 .50 .30 .50 .30 .10
0 .78 .78 .78 .76 .76 .76 .73 .73 .73
1 .74 .72 .71 .73 .71 .69 .68 .67 .66
2 .70 .67 .64 .69 .66 .64 .64 .62 .60
3 .67 .62 .59 .65 .61 .58 .60 .57 .55
4 .63 .58 .54 .62 .57 .53 .55 .52 .50
5 .59 .53 .49 .58 .53 .49 .52 .48 .46
6 .56 .50 .46 .55 .49 .45 .48 .45 .42
7 .53 .46 .42 .52 .46 .42 .45 .41 .39
8 .49 .42 .38 .48 .42 .38 .41 .37 .35
9 .46 .39 .34 .45 .38 .34 .38 .34 .31

10 .43 .36 .31 .42 .35 .31 .35 .31 .28
 
LIGHT CONE QUICK CALCULATOR TABLES	 LUMINANCE DATA (cd/m2)

Mounting 
Height (Ft)

FC at Edge 
of Cone

FC at  
Nadir

 Cone Dia. (Feet)
Diagonal Across

  8 21.8 43.7 10.4 7.2
10 14.0 27.9 13.0 9.0
12 9.7 19.4 15.6 10.8
14 7.1 14.3 18.2 12.6
16 5.5 10.9 20.8 14.4
18 4.3 8.6 23.4 16.2
20 3.5 7.0 26.0 18.0

VERTICAL 
ANGLE

HORZ. ANGLE
0

45 39149.
55 1719.
65 853.
75 473.
85 0.

MAXIMUM BRIGHTNESS  
NOT MEASURED

 
FIXTURE QUANTITY ESTIMATOR TABLE	 COLOR CONVERSION FACTORS

REFLECTANCE: Ceiling = 80%   Walls = 50%   Floor = 20%
LIGHT LOSS FACTOR: 1.0

Room Size - 10’ Ceiling ±50 fc ±75 fc ±100 fc
Small - 400 Sq Ft 5 8 11

Medium - 900 Sq Ft 12 18 25
Large - 1600 Sq Ft 22 33 44

Straw = x .97
Champagne = x .96
Micro-Baffle = x .60
Gold = x .93
Wheat = x .88
Pewter = x .86 

CMH60	 6” COMPACT RECESSED HID

LABELS 
UL/CUL listed for 

through-branch circuit 
wiring and wet location 

under covered ceiling.


































































	Submittal: 
	Job: 
	Type: 
	Voltage: 


